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OPTIONAL
120/240V, 10, 4W. MALE,
MALE, NEMA 3R, OUTLET

FOR PORTABLE GENERATOR
(BY HOME OWNER)

30/2pP (/ BY HOME OWNER
q

4

248, #10N, #106—1"
SCHEDULE 40 PVC

CONNECTION TO DISCONNECT
8y HOME OWNER

DISCONNECT SWITCH (NEMA 3R)
THREE POSITION, THREE POLE,
CENTER OFF PAD LOCK POSITION.
(MANUAL) IF GENERATOR OPTION
IS USED (BY HOME OWNER)

2#8, #10N, #106-1"
RIGID PVC COATED STEEL

GRINDER PUMP CONTROL PANEL

SIX CONDUCTOR CABLE
(SUPPLIED BY MANUFACTURER),
REF, MFGR REQUIREMENTS IN
CONDUIT INSTALLED BY
CONTRACTOR RIGID PVC COATED
STEEL PIPE ABOVE GROUND,
SCHEDULE 40 PVC UNDER
GROUND

SUBMERSIBLE GRINDER PUMP
1 HP, 240V 1¢

ONE LINE DIAGRAM /M

NOT TO SCALE
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ALL SEAL-OFFS SHALL HAVE

PACKING AND FILLER. ROBROY
EYM STYLE OR APPROVED
EQUAL.

NEMA 3R DISCONNECT SWITCH (BY HOME OWNER)

— 1 OUTSIDE WALL OF HOUSE

GRINDER PUMP CONTROL PANEL

S VAPOR TIGHT CONDUIT SEAL—OFF

T 1" RIGID PVC COATED STEEL ABOVE GROUND

VAPOR TIGHT CONDUIT SEAL—OFF
. SHALL BE PVC COATED RIGID
1" SCHEDULE 40 PVC UNDER GROUND

RISER DIAGRAM /7
NOT TO SCALE E-02
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